





| 552.5 MTG. CRS. |

o
=
(o]
o
0
r\_
581
290.5
ma
I.q e
(=]
o .
o~ v
o
&
= O]
3 s
o
(@]
&
76.2[ 2413 |

APC INTRINSICALLY SAFE
KEYBOARD MODEL

000000

i
A apiy

i
L o0ono
e e S

oooo




W

Explosion Proof Enclosure
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All cables and cable entries must comply with appropriate class and zone. For Ex 11C P68 ALCO
UFP Series glands with XLPE cables are suitable. Field cabling is the responsibility of the customer

Various glands sizes can be used from M20 to M63 entries.

The enclosure can have up to 10 M 32 entries per side. The location and size of the holes in explosion
proof enclosure must be as per enclosure manufacturers specifications.

The unit is fitted with an external earth stud and this must be earthed as per regulations.

If there is the potential for explosion proof enclosure to be opened whilst the area is still hazardous -
with or without power on - then the unit should be fitted with alabel:

AREA MUST BE MADE SAFE BEFORE OPENING
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Distributed locally by: APC TECHNOLOGY

MGR Industries, Inc. HEAD OFFICE: 40 Stepney Street,
3013 E. Mulberry St. Stepney, South Australia, 5069

Fort Collins, Colorado, 80524 PHONE: +61 8 8363 0400

Phone: 970-221-2201 FAX: +61 8 8363 1736

Fax: 970-484-4078 EMAIL: sales@apctechnology.com
Email: contact@mgrind.com WEB: www.apctechnology.com
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Due to continuing devel opments, specifications are subject to change without notice.
No liability is accepted for errors or omissions.  APC Ref: AFD10272 Rev 2



